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C INTERIORS 
 
C10 INTERIOR CONSTRUCTION 
 
C1030 INTERIOR DOORS 

C1030.101 INTERIOR SWINGING WOOD DOORS 

Description 

Executive Suite Doors Transparent finished doors hung in wood frames 
Other Front of House Doors Transparent finished doors hung in metal frames 
Back of House Doors Opaque finished doors hung in metal frames 

Basis of Design Mohawk Doors 

Performance Requirements 

Fire Ratings Stair Doors: 90 minutes 
 Mechanical and Electrical Room Doors: 45 minutes 
 Other Doors: Unrated 
Acoustic Ratings Office and Toilet Room Doors: Minimum STC 35 

Design Requirements 

Quality Standard AWI Premium 
Door Leaf Sizes Executive Suite: 8'-6" x 3'-0" x 1-3/4" 
 Other Doors: 7'-0" x 3'-0" x 1-3/4" 
Pairs of Doors Frame without astragals 

Components 

Door Faces Transparent Finished Doors: Hardwood veneer 
 Opaque Finished Doors: MDO 
Door Cores Fire Rated Doors: Mineral core 
 Other Doors: Structural composite lumber 
Wood Frames Solid lumber with wood stops and casings matching 

door faces 
Metal Frames Galvanealed steel, single rabbet, fully welded 
Hardware Hinges: Concealed bearing 
 Exit Devices: Rim for single doors, vertical surface 

rods for pairs 
 Locksets: Mortise type 
 Closers: Overhead surface mounted 
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